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2171 KZ Sassenheim – NL High-performance vector control inverter

JI500 series



Hub van Doorneweg 8 • 2171 KZ Sassenheim – NL • T +31(0)252 228850 • F +31(0)252 228235 • E sales@euronorm.nl • I euronormdrives.com Hub van Doorneweg 8 • 2171 KZ Sassenheim – NL • T +31(0)252 228850 • F +31(0)252 228235 • E sales@euronorm.nl • I euronormdrives.com2

E
U

R
N

03
00

00
-1

01
 A

Euronorm

Vision

Euronorm Drive Systems supplies the European machine building market and MRO market with electric motors 
variable frequency drives and transmissions to suit their applications and their target markets.

Mission Statement 

The mission of Euronorm is to provide its customers with such electric motors, variable frequency drives and 
transmissions so that they structurally contribute to their goals and (international) competitiveness. 
Reduction of (in)direct purchase costs (1), optimization of processes (2) and the creation of added value 
through innovative solutions (3) form the foundation of the success of their customers. 

Company History  

Euronorm Drive Systems has more than 100 years history in the drive industry. Starting out as a manufacturer of belts, 
the company continues to develop in the field of electric motors, variable frequency drives and various types of 
transmissions such as gearboxes, geared motors, linear actuators and planetary gearboxes. 
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Product Overview 

JI500 series high-performance vector control inverter type is 
based on the company’s many years of design, production, 
sales, experience and it is suitable for all kinds of industrial 
machinery such as fan & water pump drive control, heavy 
industry such as medium frequency grinding and many 
more. 

The JI500 is flexible, has a stable performance 
and is very reliable.
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Technical Features

Selflearning / Tuning 

• Motor parameters can be measured during the self 
learning sequence. Both dynamic and static tuning is 
possible. For the highest performance 

the motor must be able to 
run free, without any load 

during the autotuning.

When running free is not 
possible, a static autotune is 
also possible, but gives a less 

precise performance.

Instantaneous power off 
don’t stop function  

• When grid instantaneous drops or peaks, the inverter 
can borrow feedback energy and keep running without 
stopping. This is especially suitable for equipment which 
needs higher continuity.

Reliable design

• Meets the international standard of wide voltage input 
range. Rated voltage: 3phase 380-480v 50Hz/60Hz. 
Allow voltage float range: rated voltage ±15%.
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Superior performance in motor drive

Advanced motor drive technology 

• A variety of motor drive technology: asynchronous 
motors or synchronous motors can be used on the 
JI500, due to the high-performance current vector 
control. Motors such as normal asynchronous motor, 
motor with encoder, asynchronous servo motor, 
permanent magnet synchronous motor, etc.  
can be used on the JI500.

Steady speed precision, wide speed range   

• Open-loop vector control: 
speed precision: ±0.5%

  adjustable speed range: 1: 100
  torque response: <20ms 

• Closed-loop vector control: 
speed precision: ±0.02%

  adjustable speed range: 1: 1000
  torque response: <5ms

• Load capacity 
  110% 

• Continuously
  150% 1min 
  180% 5s

Low speed with high torque small torque rimple   

• In close-loop vector control, the torque linearity 
deviation is within 3%.
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Anti-corrosion paint spraying process  

• High protection design, use of high quality anti-
corrosion paint wich is moisture proof, dustproof, 
oil proof. Corrosion resistancy improves the product 
reliability.

Thermal reliability of the machine    

• The JI500 series invertor is designed to have a very 
good thermal performance. Due to scientific simulations 
we have optimized the design in order to have the 
smallest possible housing with the maximum heat 
dissipating capacity.

Machine temperature rise test        

• The full series of frequency converters have undertaken 
the rated load temperature rise test and overload 
temperature rise test. 

• Each product has undertaken the a hours burn in test.



Hub van Doorneweg 8 • 2171 KZ Sassenheim – NL • T +31(0)252 228850 • F +31(0)252 228235 • E sales@euronorm.nl • I euronormdrives.com Hub van Doorneweg 8 • 2171 KZ Sassenheim – NL • T +31(0)252 228850 • F +31(0)252 228235 • E sales@euronorm.nl • I euronormdrives.com8

E
U

R
N

03
00

00
-1

01
 A

EMC Design specifications lmproved  

• Optimized design for a minimum of noise.
• Standard built in C3 filter.
• Optional filters for C2 standard.

Meets several of certification standards

• The products meet the requirements of EMC directive 
2004/108/CE Electromagnetic compatibility directive 
and LVD directive, 2006/95/EC low voltage directive 
IEC61000-2-2:2002, IEC61000-4-2:2008,  
IEC61000-4-3:2008, IEC61800-5-1:2007,  
ROHS directive

Independent air duct design

• Independent air duct design, the heat dissipating is 
better, it improves the reliability: 

• High quality aircooling fans, with high capacity, supplies 
sufficiant cooling and prevents dust contamination.
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Over-excitation function   

• Fast braking and easy operating without any other 
periphery braking resistor, etc;

• lnhibit the increasing of DC-bus voltage while 
deceleration, avoid frequent errors when fast braking or 
fast stopping.

Various kinds of terminals functions    

• There are 51 kinds of multi-function terminals Dl, 41 
kinds of DO, 16 kinds of AO logical function choice; 

• Al can be used as multi-function terminals DI freely;
• Al can be used in several ways, including PID functions;
• Groups of built-in analog Dl and DO function choice, 

reduces external Dl/DO cables, Dl5 high-speed pulse 
input terminal and FM high-speed pulse output terminal 
supports a maximum of 100khz pulses.

Long life design

• Use of first class manufacturers of rectifier bridge 
and IGBT, greater device selection, monitor all the 
temperature rises of key components and pcb board; 

• Extended temperature rise range: it all contributes to a 
longer lifetime.

• Vibration test to make sure all components are vibration 
proof and well fixed; 

• Sheet Metal design with galvanized parts and powder 
sprayed parts.
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Great environment friendly function 

New generation energy saving running 

• Advanced energy control technology.
• Energy control technology to realize high efficient 

running of motor.
• Super energy saving while running with synchronous 

motor.
• ROSH approved, all components are environment 

friendly.

Supporting various kinds of installation ways 

• Wall-mounted, flange installation is available for 7.5-
110kw (flange mounting needs peripheral accessories).

• Wall-mounted, flange installation, floor installation 
is available for 132-220kw (flange mounting, floor 
installation needs peripheral accessories);

• Wall-mounted, floor installation is available for 250-
400kw (floor installation needs peripheral accessories); 
Floor-mounted is available for 450-630kw

Simple maintenance  

• Fan can be disassembled, is easy to install, to be 
cleaned and replaced. 
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Built in self-adjusting PID function module 

• Built in two groups of PID parameters, it is changeable 
according to the deviation, Dl terminal and frequency;

• Various given and feedback source, variable and 
practical type 

• PID feedback lost inspection function, it is convenient 
for the user to inspect the function;

• Setting factory parameters for special applications to 
meet the requirements, such as printing and packaging 
machine, drawing machine, etc. These applications 
are influenced by changing diameters. It simplifies the 
debugging process and makes it easy to implement the 
device.

Easy to use PC software  

• Easy to use PC monitoring software enables tracking 
and fault location and with oscilloscope function, it’s 
more convenient for clients to program and debug. 
Real time monitoring is also usefull for analyzing and 
management.

Communication interface application is very flexible 

• Supports Modbus RTU, CANopen, Profibus-DP 
Protocol;

• Through a dedicated distribution point of the inverter 
parameters, to realize a good multi-level load 
distribution, multi-machine control applications droop.
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Main circuit terminal

Control circuit

Main circuit

JI500
inverter
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Improve production efficiency! 

Nameplate instruction

J1500 7R5G3

7.5kW

AC 3PH 440V 20.5A 50Hz/60Hz

AC 3PH 0~440V 17A 50Hz/60Hz

www.euronormdrives.nl

Technical specification

 with DC choke
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Note: Jl500G3 with * series 0.75kW - 7.5kW have a plastic housing (others are sheet metal), 0.75kW - 4kW with DIN-rail mounting

Inverter model
Output 
power
(kW)

Input current
(A)

Output current
(A)

Dimension (H1xWxD1 mm) lnstallation (AxB d mm) N.W
(KG)H H1 W D D1 A B d

JI500 5R5G1

JI500 7R5G1

JI500 011G1

JI500 015G1

JI500 018G1

JI500 022G1

JI500 030G1

JI500 037G1

JI500 045G1

JI500 055G1

JI500 5R5G2

JI500 7R5G2

JI500 011G2

JI500 015G2

JI500 018G2

JI500 022G2

JI500 030G2

JI500 037G2

JI500 045G2

JI500 055G2

JI500 OR7G3

JI500 1R5G3

JI500 2R2G3

JI500 004G3

JI500 5R5G3

JI500 7R5G3

JI500 7R5G3/011F3

JI500 011G3/015F3

JI500 015G3/018F3

JI500 018G3/022F3

JI500 022G3/030F3

JI500 030G3/037F3

JI500 037G3/045F3
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Remark: Jl500 series frequency inverter Jl500 132G3/Jl500 160F3~Jl500 400G3, “R” stands for “built-in DC choke”, for example Jl500 160G3R,Jl500 160G4R. 
    After installing the screw rings, the height dimensions is:  H1+15mm.

Inverter model
Output power

(kW)
Input current

(A)
Output current

(A)

Dimension (H1xWxD1 mm) lnstallation (AxB d mm) N.W
(KG)H H1 W D D1 A B d

JI500 045G3/055F3

JI500 055G3

JI500 075F3

JI500 075G3

JI500 093F3

JI500 93G3/110F3

JI500 110G3/132F3

JI500 132G3/160F3

JI500 160G3/187F3

JI500 187G3/200F3

JI500 200G3/220F3

JI500 220G3

JI500 250F3

JI500 250G3/280F3

JI500 280G3/315F3

JI500 315G3/355F3

JI500 355G3/400F3

JI500 400G3

JI500 132G3R/160F3R

JI500 160G3R/187F3R

JI500 187G3R/200F3R

JI500 220G3R/200F3R

JI500 220G3R

JI500 250F3R

JI500 250G3R/280F3R

JI500 280G3R/315F3R

JI500 315G3R/355F3R

JI500 355G3R/400F3R

JI500 400G3R

JI500 450G3R 

JI500 450G3/500F3R

JI500 500G3/560F3R

JI500 560G3/630F3R

JI500 630G3/700F3R

JI500 7R5G4/JI500 011F4

JI500 011G4/JI500 015F4

JI500 015G4/JI500 018F4

JI500 018G4/JI500 022F4

JI500 022G4/JI500 030F4

JI500 030G4/JI500 037F4

JI500 037G4/JI500 045F4

JI500 045G4/JI500 055F4

JI500 055G4
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Standard specification 

 Item  Function  Specification
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 Item  Function  Specification
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Operating keyboard (button key description)

 Sign  Name  Function
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Installation instruction

lnstallation direction and Vacancy

The requirement concerning the minimum space arround the invertor varies according to the powerrating.

The JI500 Series frequency inverter radiates the heat from 
bottom to top. When more than one inverter work together, 
please mount side by side. In case of the need to instaIl 
them by upper and lower rows, make sure the upper rows 
receive cool air. Heat insulation deflectors and other objects 
need to be installed to realize this.

Mounted 
vertically upwards

Dimension 
requirement

7.5 ~ 22KW A ≥ 200mm; B ≥ 10mm
30 ~ 75KW A ≥ 200mm; B ≥ 50mm
93 ~ 400KW A ≥ 300mm; B ≥ 50mm

Use of the environment

1. Environmental temperature -10°C to 50°C, Above 40°C, the capacity will decrease 3% by each 1°C.  
So it is not advisable to use inverter above 50°C.

2. Prevent electromagnetic interference, and away from interference sources.
3. Prevent the ingress of dropIets, vapor, dust, dirt, lint and metal fine powder.
4. Prevent the ingress of oil, salt and corrosive gases.
5. Avoid vibration.
6. Avoid high temperature, humidity or exposure to rain. Humidity should not exceed 90% RH (non-condensing).  

In the presence of corrosive gas, maximum relative humidity should not exceed 60% RH.
7. Altitude should not exceed 1000 meters.
8. Never use in dangerous environments of flammable, combustible, explosive gasses, liquids or solids.

Wiring

Frequency inverter wiring is divided by main circuit and control circuit. Users must properly connect the frequency
inverter in accordance with the wiring connection diagram.
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Some application cases
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Optional parts

 Purpose  Name  Specification



Hub van Doorneweg 8 • 2171 KZ Sassenheim – NL • T +31(0)252 228850 • F +31(0)252 228235 • E sales@euronorm.nl • I euronormdrives.com Hub van Doorneweg 8 • 2171 KZ Sassenheim – NL • T +31(0)252 228850 • F +31(0)252 228235 • E sales@euronorm.nl • I euronormdrives.com 23

E
U

R
N

03
00

00
-1

01
 A

High Quality   •   Competitive Pricing   •   On Time Deliveries   •   Expert Knowledge

GEAR MOTORS 

PLANETARY GEAR BOXES

CRES DRIVES

WORM GEAR REDCUERS

ELECTRIC MOTORS

VARIABLE-FREQUENCY 
DRIVE & ENCODERS

SLEWING RINGS / DRIVES

HEAVY DUTY GEAR BOXES

SUPPLY PROGRAMME

High Quality  •  Competitive Pricing  •  On time Deliveries  •  Expert Knowledge



T +31(0)252 228850
F +31(0)252 228235
E info@euronorm.nl euronormdrives.com

Hub van Doorneweg 8
2171 KZ Sassenheim – NL


