JRPO1 Input

JRPO1 Body

JRPO1 Output
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IEC B5 Flange 1 stage 2 stage 3 stage | Hollow shaft with shrinkdisk Full shaft with key
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Dimension A B C D E K L M R S l]\: N © S _—
IEC 63 140 20 9567 | 115 5 1H7 | 128 | 489 | 45 M8 | | 2 @ R 2
IEC 71 160 21 11067 | 130 5 14H7 | 163 | 519 | 45 M8 | s I © ‘ 0
. Input choice + Body choice + Output Choice I <
1EC 80 200 26 13067 | 165 5 1947 | 203 |69 | 45 M10 | NHr— 3 0]
IEC 90 200 26 130G7 | 165 5 2417 | 273 |89 |45 M10 — | 38 "3 —
IEC 100 250 180G7 | 215 6 28H7 | 31,3 | 819 |45 M12 = | 50 - L 42 k6
IEC 132 300 95 23067 | 265 7 38H7 | 41,3 | 10089 | 45 M12 =14 ﬂ \ |
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Input - OMP shaft

Dimension F G H
Shaft C 25 | 28 | 8
Shaft CB 32 [ 35| 10
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Input - Full shaft input dimensions

Dimension a B3 c k | m
AD 165 118 60 40 43 12
ADM1 220 120 15 65 69 18
ADM2 272 144 39 65 69 18
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Detail P2NO1C Detail P2NO1D
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